
Computer guidelines for IPS CaseDesigner® 2.1

Windows® 64-bit (Windows® 10)
IPS CaseDesigner® must be used with a compatible operating system.

Recommended requirements

CPU A CPU with at least a dual-core processor and a high clock rate (3 GHz) is recommended.

RAM IPS CaseDesigner® consumes a considerable amount of memory due to the large datasets. A 
RAM memory of 8 GB is therefore recommended.

Graphics card A dedicated graphics card with optimal 3D support (OpenGL® 3.3) and 2 GB onboard memory 
or more is recommended (such as AMD or NVIDIA), as IPS CaseDesigner® renders large 
amounts of 2D and 3D data. To check the OpenGL® version of your graphics card, go to http://
realtech-vr.com/admin/glview. 
4 GB or more is recommended for 4K displays.

Monitor The screen resolution is important. Full HD (1920×1080) or higher, such as 1920×1200, is 
recommended. 

Internet A broadband Internet connection is required. Keep in mind that the upload and download 
speeds differ. An upload speed of 3 Mbps and a download speed of 30 Mbps or more are 
recommended.

Disk space  5 GB of free disk space is required for a standard installation. More disk space is used based 
on the number of patient files. A typical patient file is about 250 MB.

GMT 67903 EN 18/03/2020 © Nobel Biocare Services AB, 2020. All rights reserved.
Nobel Biocare, the Nobel Biocare logotype and all other trademarks used in this document are, if nothing else is stated or is evident from the context in a 
certain case, trademarks of Nobel Biocare. Windows® is a registered trademark of Microsoft Corp; OpenGL® is a registered trademark of Silicon Graphics, 
Inc. Some products may not be regulatory cleared/released for sale in all markets. Please contact the local Nobel Biocare sales office for current product 
assortment and availability.


